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§131.555

§131.555 Spare parts and repair equip-
ment.

Spare parts and repair equipment
must be provided for each lifesaving
appliance and component that either is
subject to excessive wear or consump-
tion or needs to be replaced regularly.
These parts and equipment must be
kept aboard the OSV, except that, if
the vessel operates daily out of the
same shore base, they may be kept at
that base.

§131.560 Weekly tests and inspections.

The following tests and inspections
must be carried out weekly:

(a) Each lifesaving appliance and
launching appliance must be visually
inspected to ensure that it is ready for
use.

(b) Each engine of a lifeboat or a res-
cue boat must be run ahead and astern
for not less than 3 minutes, unless the
ambient temperature is below the
minimal temperature required for
starting the engine.

(c) The general alarm system must be
activated.

(d) Each battery for starting the en-
gine of a lifeboat or a rescue boat, or
for energizing a searchlight, a fixed in-
stallation of a radio in a lifeboat, or a
portable radio, must be brought up to
full charge at least once a week if the
battery is—

(1) Of a type that requires recharg-
ing; and

(2) Not connected to a device that
keeps it continuously charged.

(e) The transmitter of each fixed in-
stallation of a radio in a lifeboat and
that of each portable radio must be
tried out at least once a week with a
dummy antenna load.

§131.565 Monthly tests and inspec-
tions.

(a) Each lifesaving appliance, includ-
ing lifeboat equipment, must be in-
spected monthly against the checklist
required by §131.545(a)(1) of this sub-
part to ensure that it is aboard and in
good order. A report of the inspection,
including a statement on the condition
of the appliance, must be entered in
the OSV’s logbook.

(b) Each emergency position indicat-
ing radio beacon (EPIRB) and each
search and rescue transponder (SART),
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other than an EPIRB or SART in an in-
flatable liferaft, must be tested month-
ly. The EPIRB must be tested using
the integrated test circuit and the out-
put indicator to determine that it
works.

§131.570 Quarterly inspections.

(a) Each apparatus that controls a
lifeboat winch, including motor con-
trollers, emergency switches, master
switches, and limit switches, must be
inspected once each 3 months.

(b) The inspection must involve the
removal of drain plugs and the opening
of drain valves to ensure that enclo-
sures are free of water.

(c) The date of the inspection re-
quired by this section and the condi-
tion of the equipment must be entered
in the OSV’s logbook.

§131.575 Yearly inspections and re-
pair.

(a) Each lifeboat, rescue boat, rigid
liferaft, buoyant apparatus, and life
float must be stripped, cleaned, and
thoroughly inspected and repaired as
needed at least once a year. This proce-
dure includes emptying and cleaning
each fuel tank and refilling it with
fresh fuel.

(b) Each davit, winch, fall, and other
launching-appliance must be thor-
oughly inspected and repaired as need-
ed once a year.

(c) Each item of survival equipment
with an expiration date must be re-
placed during the annual inspection
and repair if this date has passed.

(d) Each battery used in an item of
survival equipment and clearly marked
with an expiration date must be re-
placed during the annual inspection
and repair if this date has passed.

(e) Except a storage battery used in a
lifeboat or in a rescue boat, each bat-
tery used in an item of survival equip-
ment and not clearly marked with an
expiration date must be replaced dur-
ing the annual inspection and repair.

(f) Compliance with the requirements
of this section does not relieve the
master or person in charge of the duty
of compliance with requirements in
§131.540(a) of this subpart to keep the
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